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GENERAL NOTES

CONCRETE SHALL CONFORM TO THE REQUIREMENTS FOR STRUC-
TURAL CONCRETE FOR MINOR CONCRETE STRUCTURES.

CONCRETE SHALL HAVE A MINIMUM 28 DAY DESIGN STRENGTH
OF 4500 PSI (PRECAST STRUCTURE)

EXCAVATION FOR THE STRUCTURE SHALL BE TO A PLANE
3" BELOW GRADE WITH THE LAST 3" EXCAVATED BY HAND
AND COMPACTED TO 95 #ROCTOR DENSITY. SAND, AS
REQUIRED, SHALL BE PLACED ON THE COMPACTED SOIL,
COMPACTED AND SCREEDED TO GRADE.

STRUCTURE SHALL NOT BE PLACED ON ALLUVIAL SOIL,
UNDRAINED QUICK SAND, SOFT OR WET CLAY OR WET SAND
AND CLAY MIXED.

ELASTOMERIC BRIDGE PAD SHALL BE ALL ELASTOMER (NOT
LAMINATED), HAVE A DUROMETER HARDNESS OF 50 AND WITH

A THICKNESS TOLERANCE OF +0.125", -0.000". PADS FOR

A SINGLE INSTALLATION SHALL BE OF UNIFORM THICKNESS
WITHIN A TOLERANCE OF +0.031". PADS SHALL BE

FASTENED TO THE STEEL PLATE WITH AN APPROVED NON-WATER
SOLUBLE EPOXY.,

THREADED ROD, BOLTS, NUTS, AND WASHERS SHALL CONFORM
TO ASTM A36 OR A307 AND BE GALV. OR Z/P IN ACCORDANCE
WITH ASTM Al153 OR B695.

STEEL BARS, PLATES, ANGLES AND BEAMS SHALL CONFORM TO
ASTM A36 EXCEPT STEEL RAIL MAY BE ASTM A36 OR A570/570M
GRADE 36, AND BENT TOP CAP ASTM A36 OR A569 / 569M
COMMERCIAL QUALITY,

STEEL TUBING SHALL CONFORM TO ASTM A500 GRADE B.

REINFORCING STEEL SHALL CONFORM TO ASTM Acl5
60,000 PSI GRADE 60, EXCEPT #3 BAR WHICH [S GRADE 40,

REINFORCING WIRE (WELDED WIRE FABRIC) SHALL CONFORM
TO ASTM Al85.

DESIGN LIVE LOAD H-20 TRUCK LOADING (AASHTO)

APPROVED ALTERNATE FOR A.D.O.T. STANDARD DRAWING
C-11,10, C-11.20 RESPECTIVELY & ALL ASSOCIATED
SPECIFICATONS,

SEE GRILL DETAIL
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